
PRODUCT Benetti LUSH

SIZE 60 x 80 cm  -  23,62’’X31,50’’

THICKNESS 5 cm  -  1,97’’

UNIT WEIGHT 5 Kg

PACKAGING Single carton box (5 panels in one master box)

PLANTS

COLOR GREEN

BACK PANEL

FIRE CLASSIFICATION

CONDITIONS OF USE

                                    Natural & preserved LONG MOSS                                          
(Hypnum Curvifolium)

                                               Aluminum composite (DIBOND)                                      
                                          Matt white powdercoating                                                

     No edge

CUT AND 
INSTALLATION 
INSTRUCTIONS

                                     Panels can be easily cut with a jigsaw                                     
                                   Scratch fixation system is supplied in option                               
                     We suggest to install the panels by screwing them on the wall.                  
                  Installation is made by client under his own responsability                          

Plants are overflowing on the edges, covering the junctions, creating a full surface with     
                                                no visual separation                                                   

            Combinable with other models

                                         Aluminium back panel: YES.                                                
                          European Standard EN 13501-1 : Class B -s1,d0                          

MOSS: NO

                                                         Indoor use only                                                 
                                                         Maintenance Free                                             
                                                              Do not water                                               
                          Avoid direct sunlight and heat sources exposition (heater, lamp…)        

                    Recommanded humidity level < 80%


	scheda tecnica EN

